
Technical data sheet

Crawler crane LIEBHERR HS 895 HD

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2004

Max. Load capacity: 200 t

Max. Rated load moment: 1.000 tm

Max. Load capacity (55m boom): 103,8 t

Main hook block: 90 t

Second hook block: 30 to

Service weight: approx. 255 t

Undercarriage dimension [m]: 2 x 7,95 x 1,1 

Ground pressure without load: 146 kN/m²

Engine Power: 670 kW (911 PS)

Exhaust gas: 88/77EWG, Euro 0.

Colli 28 Stk.

Heavy loads: ca. 10 Stk

Option: Gripper operation

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler crane LIEBHERR HS 895 HD

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2008

Max. Load capacity: 200 t

Max. Rated load moment: 1.000 tm

Max. Load capacity: (55m boom): 103,8 t

Main hook block: 100 t

Second hook block: 30 t

Service weight: approx. 258 t

Undercarriage dimension [m]: 2 x 7,95 x 1,1 

Ground pressure without load: 148 kN/m²

Engine Power: 670 kW (911 PS)

Exhaust gas: EPA/ CARB Tier1.

Colli 28 Stk.

Heavy loads: ca. 10 Stk

Option: Gripper operation

Curtain leader

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler crane LIEBHERR HS 855 HD

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Spezifikationen / Technische Daten*

Year of construction: 2007

Max. Load capacity: 90 t

Max. Rated load moment: 450 tm

Max. Load capacity (41m boom): 39,8 t

Main hook block: 50 t

Second hook block: n.a.

Service weight: ca. 85 t

Undercarriage dimension [m]: 2 x 5,36 x 0,8 

Ground pressure without load: 99 kN/m²

Engine Power: 450 kW (612 PS)

Abgas: 88/77/EWG, EURO 0

Colli 20 Stk.

Heavy loads: ca. 5 Stk

Option: Gripper operation

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Piling Rig LIEBHERR HS 872 HD 

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifikationen / Technische Daten*

Year of construction: 1995

Payload leader with hammer: 40 t

Working length leader                                                             

with Hammer: 30 m

Max Nominal load moment (crane): 368 tm

Hoist and diggin winch (each): 25 t

Service weight: approx. 85t

Undercarriage dimensions [m]: 2 x 5,31 x 1

Surface pressure without load: 145 kN/m²

Engine power: 605 kW (823 PS)

Exhaust gas: n.a.

Colli 11 pcs.

Heavy transports: approx. 5 pcs

Option: Mäklerbetrieb

Leader length: 43,4m

Leader weight (43,4m): 45 t

Extra ballast: 24 t

Total weight of leader pile driver: 154 t

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler Crane LIEBHERR LR 1400 SX

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de
160 to Haupthakenflasche
50 to Zweithakenflasche

Specifications / Technical data*

Year of construction 2022

Max. Load capacity : 400 t

Max Nominal load moment: 2.103 tm

Max. load capacity (56m boom): 219 t

Main hook block 160 t

Second hook block 50 to

Service weight : approx. 360 t

Undercarriage dimensions [m]: 2 x 9,06 x 1,5 

Surface pressure without load 132 kN/m²

Engine power: 450 kW (612 PS)

Exhaust gas: 97/68 EG Stufe V; 

EPA/CARB Tier 4f

Colli 33 Pcs

Heavy transports : approx. 18 Pcs

Option: Man basket operation

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler Crane LIEBHERR LR 1200.1

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2021

Max. Load capacity: 219 t

Max Nominal load moment: 1.166 tm

Max. load capacity (56m boom): 80,2 t

Main hook block: 80 t

Second hook block: 12,5 to

Service weight: ca. 210 t

Undercarriage dimensions [m]: 2 x 7,52 x 1,2 

Surface pressure without load: 116 kN/m²

Engine power: 230 kW (313 PS)

Exhaus gas: 97/68 EG Stufe V; 

EPA(CARB Tier 4f

Colli 34 pcs.

Heavy transports: approx. 11 pcs

Option: Man basket 

operation,

(Gripper operation)

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler Crane FUSHUN QUY 250

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2008

Max. Load capacity: 250 t

Max Nominal load moment: 1.200 tm

Max. Load capacity (54m boom): 79,3 t

Main hook block: 80 t

Second hook block: 13,5 t

Service weight: ca. 227 t

Undercarriage dimensions [m]: 2 x 8,12 x 1,2 

Surface pressure without load: 116 kN/m²

Engine power: 246 kW (335 PS)

Exhaust gas: n.a.

Colli 23 pcs.

Heavy transports: ca. 10 pcs

Option: (Man basket 

operation)

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler Crane HITACHI KH 500-3 

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2000

Max. Load capacity: 100 t

Max Nominal load moment: 546 tm

Max. Load capacity (49m boom): 30,6 t

Main hook block: n.a.

Second hook block: n.a.

Service weight: approx. 103 t

Undercarriage dimensions [m]: 2 x 6,64 x 0,94 

Surface pressure without load: 83 kN/m²

Engine power: 206 kW (280 PS)

Exhaust gas: n.a.

Colli 10 Pcs

Heavy transports: approx. 4 Pcs

Option: n.a..

07.03.2023

"Continuous operation
Eversween Storage Yard"

* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Crawler Crane SENNEBOGEN 680 HD-KB

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction 2003

Max. Load capacity: 80 t

Max Nominal load moment: 320 tm

Max. Load capacity (31,7m boom): 31 t

Main hook block: 40 t

Second hook block: 10 t

Service weight: approx. 73 t

Undercarriage dimensions [m]: 2 x 5,02 x 0,70 

Surface pressure without load: 104 kN/m²

Engine power: 206 kW (280 PS)

Exhaust gas: n.a.

Colli 10 Pcs

Heavy transports: approx. 4 Pcs

Option: Hanging leader

07.03.2023

"Continuous operation
Eversween Storage Yard"

* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

Mobile crane SENNEBOGEN 613 M

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2015

Max. Load capacity: 15 t

Max. Nominal load moment: 43 tm

Max. Load capacity (15m outreach):1,5 t

Main hook block: 10 t

Second hook block: n.a.

Service weight: approx. 19,3 t

Undercarriage dimensions [m]: n.a.

Single wheel loads without load: 50 kN

Engine power: 91 kW (124 PS)

Exhaust gas: Stufe IIIa/ 

EPA Tier III

Colli n.a.

Heavy transports: n.a.

Option: Div. accessories

Lifting fork,

Working platform

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de


Technical data sheet

FORKLIFT MERLO ROTO 60.24

Depenbrock Ingenieurwasserbau GmbH & Co. KG

Hans-Henny-Jahnn-Weg 49

22085 Hamburg

Germany

telephone +49 40 22923 – 0

fax +49 40 22923 – 240

e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de

Specifications / Technical data*

Year of construction: 2019

Max. Load capacity : 6 t

Max. Nominal load moment : 43 tm

Max. Load capacity (20m outreach):0,85 t

Main hook block 10 t

Second hook block: n.a.

Service weight: approx. 18,9 t

Undercarriage dimensions [m]: n.a.

Single wheel loads without load: 48 kN

Engine power: 125 kW (170 PS)

Exhaust gas: Tier 4 final

Colli n.a.

Heavy transports: n.a.

Option: Div. accessories

07.03.2023* For exact data, the technical data sheets of the machine technology are authorative

mailto:ingenieurwasserbau@depenbrock.de

