Technical data sheet

Swinging leader ,,MESSMANN AND LIEBHERR"

Specifications / Technical data*

5 pcs. various leader

TOTAL WEIGHT

Bear weight

Pile weight
Swinging leader weight

Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg

Germany

telephone +49 40 22923 -0

fax +49 40 22923 - 240

e-mail ingenieurwasserbau@depenbrock.de
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* For exact data, the technical data sheets of the machine technology are authorative 07.03.2023
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Equipment data sheet
Mixing Pump Station Automatic ,,MPS 710-18-E-F-AUT“

Specifications / Technical data*

Mixing pump station automatic

Fully automatic mixing and pumping of cement, fly ash
and bentonite suspensions for backfilling, flush drilling,
grouting, piling and vibratory work, narrow and
diaphragm walls, WSM (Single- Twin-Mix) and CSM soil
mixing methods

Drive electro-hydraulic
Drive power 45 kw, 1,500 rpm..

Dimensions (LXWxH) 2.800 x 2.250 x 2.300 (mm)
Weight approx. 3.800 kg

Capacity mixer with weighing:

Loading manual up to 8,0 m¥h
Loading

with screw conveyor up to 17,5 m3h
Mixing tank tank capacity — 700 |

Effective capacity — 650 |

Storage tank Effective capacity — 1.700 |

Feed pump (KF = piston area - 75 cm3):

Pressure max. 120 bar Y
olume max 270 I/min 9
Depenbrock Ingenieurwasserbau GmbH & Co. KG
Hans-Henny-Jahnn-Weg 49
22085 Hamburg
Germany
Feed pump (KF = piston area — 75 cm?): telephone +49 40 22923 -0
Pressure max. 90 bar fax +49 40 22923 - 240
Volume max 320 I/min D e-mail ingenieurwasserbau@depenbrock.de

www.depenbrock.de
1) Infinitely variable. Both maximum outputs are not possible at the same time. 1 bar = 1 x 105 N/m2

* For exact data, the technical data sheets of the machine technology are authorative 07.03.2023
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